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Outdoor

Crossover Guide

Flood Lighting

Find your perfect lighting match 
Your reference guide for comparing nominal lumens  
across Gardco Flood solutions.
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OptiForm Flood PowerForm Flood Gen 2 DuraForm Flood ClearScape Flood Gen 2

Selection Nom. Lumens Selection Nom. Lumens Selection Nom. Lumens Selection Nom. Lumens

7L  7,000 A03 7,500 A05 or A06  7,000 

9L  9,000 A04 8,200 A07 or A08  10,000 

12L  12,000 A05 12,000 A09  12,500 

16L  16,000 A06 or A07 or A08 15,000 A10 or A11  15,000 

20L  20,000 A09 or A10 or A11  20,000 A12 or A13  18,000 

24L  24,000 A12 or A13 or A15  25,000 A14  22,500 

29L  29,000 A14 or A16  31,000 A15  29,000 

34L  34,000 A17  35,000 

40L  40,000 A18 or A19 or A20  43,000 

46L  46,000 138L-700  45,000 A21 or A22  47,000 

52L  52,000 138L-900  55,000 A23  60,000 

60L  60,000 
138L-1A or  
184L-700  60,000 

70L  70,000 
138-1.2A or  
184L-900  70,000 

80L  80,000 
184L-1A or  
230L-700 80,000

95L  95,000 

184L-1.2A or  
230L-900 or  
230L-1A or  
276L-700

 90,000-100,000 

110L  110,000 
230L-1.2A or  

276L-900  110,000 

125L  125,000 276L-1A  125,000 

140L  140,000 276L-1.2A 135,000

Note: This intended to act as a guide. See IES files to confirm which lumen package specifically meets your needs. CRI, color temperature, 
and distribution selections impact nominal lumens.
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