General Uniform Lighting

Polar intensity diagram

Quantity estimation diagram

Light output ratio 1.00
Service upward 0.26
Service downward  0.74

CIE flux code 31588274100
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Utilisation factor table

Reflectances (%) for ceiling, walls and working plane (CIE)
Room 0.80 080 070 070 070 070 0.50 050 030 030 0.00
Index | 050 0.50 050 050 0.50 030 030 0.10 030 0.10 0.00
Kk 030 0.10 030 020 0.10 0.10 0.10 0.10 0.10 0.10 0.00
0.60 038 036 036 035 035 027 025 020 023 018 0.15
0.80 047 044 045 044 042 034 032 026 029 024 0.20
1.00 0.55 0.51 052 050 049 041 037 032 034 029 024
125 0.63 0.58 059 057 055 047 043 038 039 035 029
1.50 0.69 0.63 0.65 062 0.60 052 048 042 043 039 033
2.00 0.78 070 074 070 0.67 060 0.55 050 0.50 0.46 0.39
2.50 085 075 080 076 072 066 0.60 0.56 0.55 051 043
3.00 0.90 079 085 080 075 070 0.64 0.60 0.58 055 047
4.00 0.97 084 091 085 080 075 0.69 0.65 0.63 0.60 0.52
5.00 1.01 087 095 088 083 079 072 0.69 0.66 0.64 0.55

Ceiling mounted

16.0

12.0

8.0

4.0

1 x 9290037509 5.0W 2700K
1 x 450 Im
UGR diagram
1128 hroom: 28 m
128 Refl: 0.70 0.50 0.20
Ceiling mounted
11 : viewed endwise
: viewed crosswise
\
1125 Y : Parallel to viewing dir.
125
™~
40 8.0 120 m 160
— X
Luminance Table
Plane 0.0 15.0 30.0 45.0 60.0 75.0 90.0
Cone
45.0| 12931| 11732| 11086| 10882| 11086| 11732| 12931
50.0| 12653| 11379| 10701 10488 | 10701| 11379| 12653
55.0| 12376| 11029| 10323 | 10102| 10323| 11029| 12376
60.0| 12116 10696 9962 9734 9962| 10696| 12116
65.0| 11885| 10388 9626 9391 9626| 10388 | 11885
70.0| 11672 10093 9302 9060 9302| 10093| 11672
75.0| 11500 9828 9005 8755 9005 9828| 11500
80.0| 11389 9607 8747 8487 8747 9607 | 11389
85.0| 11320 9407 8503 8234 8503 9407 | 11320
90.0| 11387 9297 8336 8052 8336 9297 | 11387
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