General Uniform Lighting

Polar intensity diagram

Quantity estimation diagram

1 x TLED 10.5W 3500K 9290035251
1 x 1550 Im
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Utilisation factor table Luminance Table
Light output ratio 1.01
Service upward 0.24 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150| 300 450| 600 750 900
. Cone
Service downward  0.77 Room 080 080 | 070 070 070 070 | 050 050 | 030 030 | 0.00 50| so87| s947| o3| e01| e8| 7722|9330
Index | 050 050 | 050 050 050 030 | 030 040 | 030 0.0 | 0.00 -
CIE flux code 3563 85 76 101 K 030 010 | 030 020 010 010 | 010 010 | 010 010 | 000 500| 5805| 5746] 5905| 6047| 6447| 7434] 9156
55.0| 5653] 5575| 5725| 5803| 6137 7106 8929
UGRcen (4Hx8H, 0.25H) 24 060 | 040 038 | 038 038 037 029 | 027 022 | 025 021 | 017 600 5525, S5428| 5569, S576) SE35| 6750 8639
080 | 050 047 | 048 046 045 037 | 034 029 | 032 027 | 023 650| 5419] 5304] 5440| 5372) 5547 6333 8167
100 | 058 054 | 055 053 051 044 | 040 035 | 037 033 | 028 700| 5348| 5211 5339| 5194| 5281| 5866 7499
125 | 066 060 | 062 060 058 050 | 046 041 | 043 038 | 033 750| 5293| s141] s269| s0s1| s0s0| 5368 6587
150 | 072 065 | 068 065 063 055 | 051 046 | 047 043 | 037 300| 5266| 5097| 5228| 4948| 4873| 49| 5139
200 | 082 073 | 077 073 070 063 | 059 054 | 054 050 | 043
. 7 9! 7¢ 9
250 | 088 078 | 083 079 075 069 | 064 059 | 059 055 | 048 8501 S| S084] S| 4895 4773) 4379 2549
300 | 093 082 | 088 083 078 073 | 067 063 | 062 059 | 051 00| 5339 S137] S294] doda] A815| A4493] 580
400 | 100 086 | 094 088 083 078 | 072 069 | 067 064 | 056 (cd/im?)
500 | 104 089 | 098 091 086 082 | 076 073 | 070 067 | 059
Ceiling mounted
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CalcuLuX Photometrics 4.5
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