Architectural Luminaires

& LEDALITE oo

IS-SD Schematic Diagrams

Overview
This document provides instructions for connecting DC Power Cords from the Driver(s) located inside the DriverPod to the luminaire(s).

LEDALITE provides a 22AWG Solid 4-conductor or 6-conductor CMP-rated power cord. Refer to the table on page 2 for the maximum
allowable distances between the DriverPod and luminaire(s).

To identify the appropriate schematic drawing number for installation, refer to the label located on the DriverPod. This label indicates the
required schematic number for installation.

Schematic #: 05 for wiring details

A table of contents is provided on pages 4-8 to facilitate easier access to the schematic diagrams.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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IS-SD Schematic Diagrams

Maximum Wire Length Guide

LEDALITE provides a 22AWG Solid 4-conductor(Static White) or 6-conductor(Tunable White) CMP Power Cord for connecting the
DriverPod to the Luminaire(s). The length of the supplied Power Cord is & ft longer than the drop height specified on the spec sheet.

The table below indicates the maximum allowable wire extension lengths from the DriverPod to the supplied Power Cord.

The maximum wire extension lengths are determined by the wire gauge and are calculated based on the highest luminaire current load to
ensure minimal voltage drop.

Maximum Wire Extension Length? (per Wire Gauge)

Drop Height' 22 AWG 20 AWG 18 AWG 16 AWG 14 AWG 12 AWG

2 ft 22 ft 39 ft 66 ft 108 ft 177 ft 285 ft
4 ft 20 ft 37 ft 64 ft 106 ft 175 ft 283 ft
8 ft 16 ft 33 ft 60 ft 102 ft 171 ft 279 ft
12 ft 12 ft 29 ft 56 ft 98 ft 167 ft 275 ft
16 ft 8 ft 25 ft 52 ft 94 ft 163 ft 271 ft
20 ft 4 ft 21ft 48 ft 90 ft 159 ft 267 ft

Notes:
1. Power Cord Length = Drop Height + 5 ft
2. Total Length = Power Cord Length + Extension Length

3. Ensure connectors, supplied by others, are suitable for connecting the 22AWG solid wires of the Power Cord to the selected gauge
and wire type for the extension wires.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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IS-SD Schematic Diagrams

Schematic Code Identification Guide

Note: This page indicates how to read the header info on the schematic diagram pages.
— Number of Power Cords to luminaire(s)
— Driver Qty in DriverPod

> Driver Type & Dimming Protocol

1 Power Cord - 1 Driver: Advance (0-10V / O-10V+AUX / SR / DALI)

Schematic #01 CAT NO.: DBxxE/A/S/D1xxxx-S 1@(&1

e T
'» Schematic # Driver Box « J L DC Power Cord Qty
Version — Driver Output Current (mA)
Voltage _
: — : Driver Qty
Driver Type +
E Advance 0-10V T A . Ly ; ;
A Advance 0-10V + AUX Circuit # <« DriverPod Variant
S Advance SR, D4i . . .
D Advance DALI-2 ) Wiring Option < S: Single
H Lutron LDET System Controls «+ D: Dual
F FlexTune SR 2ch )
2 0-10V 2ch Finish « Q: Quad
8 DALIDT8 2ch

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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IS-SD Table of Contents

Schematic Driver DriverPod | Driver | Power Cord | Page
# Type Variant : : #
01 DBxxE/A/S/DIxxxx-S1Txxxx1 E/A/S/D Single 1 1 9
02 DBxxHTxxxx-S1xxxx1 H Single 1 1 10
03 DBxxE/A/S/D1xxxx-S1xxxx1 E/A/S/D Single 1 1 11
04 DBxxHTxxxx-S1xxxx1 H Single 1 1 12
05 DBxxE/A/S/D1xxxx-D1xxxx1 E/A/S/D Dual 1 1 13
06 DBxxH1xxxx-D1xxxx1 H Dual 1 1 14
07 DBxxE/A/S/D1xxxx-D1xxxx1 E/A/S/D Dual 1 1 15
08 DBxxH1xxxx-D1xxxx1 H Dual 1 1 16
09 DBxxE/A/S/D1xxxx-D2xxxx1 E/A/S/D Dual 2 1 17
10 DBxxH1xxxx-D2xxxx1 H Dual 2 1 18
1 DBxxE/A/S/D1xxxx-D2xxxx2 E/A/S/D Dual 2 2 19
12 DBxxHIxxxx-D2xxxx2 H Dual 2 2 20
13 DBxxE/A/S/D1xxxx-D2xxxx2 E/A/S/D Dual 2 2 21
14 DBxxH1xxxx-D2xxxx2 H Dual 2 2 22

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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IS-SD Table of Contents

Schematic Driver DriverPod | Driver | Power Cord | Page
# Type Variant Qty. Qty. #
15 DBxxE/A/S/D1xxxx-Q2xxxx1 E/A/S/D Quad 2 1 23
16 DBxxH1xxxx-Q2xxxx1 H Quad 2 1 24
17 DBxxE/A/S/D1xxxx-Q2xxxx2 E/A/S/D Quad 2 2 25
18 DBxxH1xxxx-Q2xxxx2 H Quad 2 2 26
19 DBxxE/A/S/D1xxxx-Q2xxxx2 E/A/S/D Quad 2 2 27
20 DBxxH1Ixxxx-Q2xxxx2 H Quad 2 2 28
21 DBxXE/A/S/D1xxxx-Q3xxxx2 E/A/S/D Quad 3 2 29
22 DBxxH1xxxx-Q3xxxx2 H Quad 3 2 30
23 DBxxE/A/S/D1xxxx-Q4xxxx2 E/A/S/D Quad 4 2 31
24 DBxxH1xxxx-Q4xxxx2 H Quad 4 2 32
25 DBxxE/A/S/D1xxxx-Q3xxxx3 E/A/S/D Quad 3 3 33
26 DBxxH1xxxx-Q3xxxx3 H Quad 3 3 34
27 DBxxE/A/S/D1xxxx-Q3xxxx3 E/A/S/D Quad 3 3 35
28 DBxxH1xxxx-Q3xxxx3 H Quad 3 3 36

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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IS-SD Table of Contents

Schematic Driver DriverPod | Driver | Power Cord | Page
# Type Variant : Qty. #
29 DBxxE/A/S/D1xxxx-Q4xxxx3 E/A/S/D Quad 4 3 37
30 DBxxH1xxxx-Q4xxxx3 H Quad 4 3 38
31 DBxxE/A/S/D1xxxx-Q4xxxx4 E/A/S/D Quad 4 4 39
32 DBxxH1xxxx-Q4xxxx4 H Quad 4 4 40
33 DBxxE/A/S/D1xxxx-Q4xxxx4 E/A/S/D Quad 4 4 Y
34 DBxxH1Ixxxx-Q4xxxx4 H Quad 4 4 42
35 DBxxFIxxxx-S1xxxx1 F Single 1 1 43
36 DBxx2/81xxxx-S1xxxx1 2/8 Single 1 1 44
37 DBxxF1xxxx-S1xxxx1 F Single 1 1 45
38 DBxx2/81xxxx-S1xxxx1 2/8 Single 1 1 46
39 DBxxF1xxxx-D1xxxx1 F Dual 1 1 47
40 DBxx2/81xxxx-D1xxxx1 2/8 Dual 1 1 48
41 DBxxFIxxxx-D1xxxx1 F Dual 1 1 49
42 DBxx2/81xxxx-D1xxxx1 2/8 Dual 1 1 50

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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IS-SD Table of Contents

Schematic Driver DriverPod | Driver | Power Cord | Page
# Type Variant Qty. Qty. #
43 DBxxF1xxxx-D2xxxx1 F Dual 2 1 51
44 DBxx2/81xxxx-D2xxxx1 2/8 Dual 2 1 52
45 DBxxF1xxxx-D2xxxx2 F Dual 2 2 53
46 DBxx2/81xxxx-D2xxxx2 2/8 Dual 2 2 54
47 DBxxF1xxxx-D2xxxx2 F Dual 2 2 55
48 DBxx2/81xxxx-D2xxxx2 2/8 Dual 2 2 56
49 DBxxFIxxxx-Q2xxxx1 F Quad 2 1 57
50 DBxx2/81xxxx-Q2xxxx1 2/8 Quad 2 1 58
51 DBxxF1xxxx-Q2xxxx2 F Quad 2 2 59
52 DBxx2/81xxxx-Q2xxxx2 2/8 Quad 2 2 60
53 DBxxF1xxxx-Q2xxxx2 F Quad 2 2 61
54 DBxx2/81xxxx-Q2xxxx2 2/8 Quad 2 2 62
55 DBxxF1xxxx-Q3xxxx2 F Quad 3 2 63
56 DBxx2/81xxxx-Q3xxxx2 2/8 Quad 3 2 64

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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IS-SD Table of Contents

Schematic Driver DriverPod | Driver | Power Cord | Page
# Type Variant Qty. Qty. #
57 DBxxF1xxxx-Q4xxxx2 F Quad 4 2 65
58 DBxx2/81xxxx-Q4xxxx2 2/8 Quad 4 2 66
59 DBxxF1xxxx-Q3xxxx3 F Quad 3 3 67
60 DBxx2/81xxxx-Q3xxxx3 2/8 Quad 3 3 68
61 DBxxF1xxxx-Q3xxxx3 F Quad 3 3 69
62 DBxx2/81xxxx-Q3xxxx3 2/8 Quad 3 3 70
63 DBxxF1Ixxxx-Q4xxxx3 F Quad 4 3 A
64 DBxx2/81xxxx-Q4xxxx3 2/8 Quad 4 3 72
65 DBxxF1xxxx-Q4xxxx4 F Quad 4 4 73
66 DBxx2/81xxxx-Q4xxxx4 2/8 Quad 4 4 74
67 DBxxF1xxxx-Q4xxxx4 F Quad 4 4 75
68 DBxx2/81xxxx-Q4xxxx4 2/8 Quad 4 4 76

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1 Driver: Advance (0-10V / O-10V+AUX / SR / DALI)

Schematic #01

CAT NO.: DBxxE/A/S/D1xxxx-STxxxx1

DriverPod (Single)

-—-i. LINE

I GROUND DIM+ (Purple)

™ [ ] NEUTRAL

CMP Power Cord
(4 conductors)

Note 1. The driver may have more terminals that are not shown here.
Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.
Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

Driver Type Dimming Type

E 0-10V

A? 0-10V + AUX
S SR, D4i

D DALI

P Connectors by others
> Cut wire by others

Red (LED+)

—_— Blue (LED-)
— =8 Red/White (DNU-isolate)

@ Blue/White (DNU-isolate)

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1 Driver: Lutron (LDE1)

Schematic #02 CAT NO.: DBxxHTxxxx-S1xxxx1

DriverPod (Single)

» ‘ NEUTRAL
LINE Lutron
Driver V-
E2 (Purple) B—
E1 (Purple) B— OIS V+

Blue/White

Blue

| Red/White

Note. The driver may have more terminals that are not shown here.

Red

Driver Type Dimming Type
H Lutron LDE1

P Connectors by others
> Cut wire by others

Blue (V-)
CMP Power Cord =~ Red (V+)
(4 conductors) — > Blue/White (DNU-isolate)

8 Red/White (DNU-isolate)

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1Power Cord - 1 Driver: Advance (0-10V / 0-10V+AUX / SR / DALI)

Schematic #03

CAT NO.: DBxxE/A/S/D1xxxx-STxxxx1

DriverPod (Single)

] GROUND

G—-LI LINE

™ [ ] NEUTRAL

Note 1. The driver may have more terminals that are not shown here.

(0-10V) (DALI)

DIM+ (Purple) | DA+ (Purple)
& DIM- (Pink) DA- (Brown)

ed

R
ed/White 5
B Red/White CMP Power Cord

Blue (4 conductors)

| Blue/White ~  Blue/white

Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.

Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

Driver Type Dimming Type

E 0-10V

A? 0-10V + AUX
S SR, D4i

D DALI

@ Connectors by others

Red (LED+)
| Red/White (LED+)
=~ Blue (LED-)

Blue/White (LED-)

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1 Driver: Lutron (LDE1)

Schematic #04 CAT NO.: DBxxH1xxxx-S1xxxx1 Al =
DriverPod (Single) @ Connectors by others
d ‘ NEUTRAL
LINE Lutron _ e Blue (V-)
E2 (Purple) €— Driver V- % CMP Power Cord ~ mm » Blue/White (V-)
2 «— CONTROL Ve Red (4 conductors) =—"—— Red (V+)
E1 (Purple) | Red/White Red/White S Red/White (V+)

Note. The driver may have more terminals that are not shown here.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1 Driver: Advance (0-10V / O-10V+AUX / SR / DALI)

Schematic #05 CAT NO.: DBxxE/A/S/D1xxxx-D1Ixxxx1

DriverPod (Dual)

(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
] GROUND CONTROL R DIM- (Pink) DA- (Brown)

D—-L. LINE Driver LED+

LED-

Red/White

Red

CMP Power Cord
(4 conductors)

| Blue/White Blue

Note 1. The driver may have more terminals that are not shown here.
Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.
Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

Driver Type Dimming Type

E 0-10V

A? 0-10V + AUX
S SR, D4i

D DALI

P Connectors by others
> Cut wire by others

Red (LED+)

—_— Blue (LED-)
— =8 Red/White (DNU-isolate)

@ Blue/White (DNU-isolate)

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1 Driver: Lutron (LDE1)

Schematic #06 CAT NO.: DBxxH1xxxx-D1xxxx1 Driver Type _ Dimming Type
H Lutron LDE1
. P Connectors by others
DriverPod (Dual) > Cut wire by others
» ‘ NEUTRAL
LINE Lutron | Blue (V-)
E2 Driver V- Peize CMP Power Cord == Red (V+)
(Purple) B—{ CONTROL ower Cor
E1(Purple) B V+ g (4 conductors) — 8 Blue/White (DNU-isolate)
e Ite Red

b ‘>‘€ Red/White (DNU-isolate)

Note. The driver may have more terminals that are not shown here.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1 Driver: Advance (0-10V / O-10V+AUX / SR / DALI)

Schematic #07

CAT NO.: DBxxE/A/S/D1xxxx-D1Ixxxx1

DriverPod (Dual)

] GROUND
™ [ ] NEUTRAL

G—-LI LINE

DIM+ (Purple)

&l
— d/White

CMP Power Cord
(4 conductors)

Note 1. The driver may have more terminals that are not shown here.
Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.
Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

Driver Type Dimming Type

E 0-10V

A? 0-10V + AUX
S SR, D4i

D DALI

@ Connectors by others

Red (LED+)
Red/White (LED+)

=~ Blue (LED-)

Blue/White (LED-)

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1 Driver: Lutron (LDE1)

Schematic #08 CAT NO.: DBxxH1xxxx-D1xxxx1 Dri"e ype =
DriverPod (Dual) @ Connectors by others
< ‘ NEUTRAL
LINE Lutron _ e Blue (V-)
S Driver V- =Bt @ Biueminte—  CMP Power Cord - Blue/White (V-)
2 «— CONTROL Ve Red (4 conductors) =—"—— Red (V+)
E1 (Purple) | Red/White Red/White .~ — Red/White (V+)

Note. The driver may have more terminals that are not shown here.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.

6/25/2026 Page 16



.
1 Power Cord - 2 Drivers: Advance (0-10V /7 O-10V+AUX / SR / DALI) E 0-10V

A? 0-10V + AUX
Schematic #09 CAT NO.: DBxXE/A/S/D1xxxx-D2xxxx1 g giﬁ"‘r'
DriverPod (Dual) P Connectors by others
(0-10V) (DALY)
DIM+ (Purple) | DA+ (Purple)
G CONTROL B OIM- (Pink) | DA- (Brown)
B ] NEUTRAL vance Red/White _  Red Red (LED+)
— LINE Driver 1 LED+ OMP Power Cord - Blue (LED-)
LED- | Blue/white — Blue , [feendlctors) - Red/White (LED+)
(0-10V) (DALI) - Blue/White (LED-)
DIM+ (Purple) | DA+ (Purple)
GROUND CONTROL B DIM- (Pink) | DA- (Brown)
» | INEuTRAL | Advance
0 i Red/Whi
— LINE Driver 2 LED+ fed/wihite g, Ted/hite |
LED- !

Blue/White Blue/White

Note 1. The driver may have more terminals that are not shown here.

Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.
Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 2 Drivers: Lutron (LDE1)

Schematic #10

CAT NO.: DBxxH1xxxx-D2xxxx1

DriverPod (Dual)

NEUTRAL
Lutron
LINE . V- Blue/White Blue
E2 (Purple) B— CONTROL Driver 1 | :
E1 (Purpl V+ l—
(Purp e)._ L] Red/White Red
| ] NEUTRAL
Lutron
LINE Dri 2 V- Blue/White Blue/White
E2 (Purple) B—] river =
NTROL
E1 (Purple) B— el V+ = 1 : -
Red/White Red/White

Note. The driver may have more terminals that are not shown here.

Driver Type

H

Dimming Type
Lutron LDE1

CMP Power Cord
(4 conductors)

P Connectors by others

Blue (V-)

— s Red (V+)

Blue/White (V-)
Red/White (V+)

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I’électricité locaux et nationaux.

PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 2 Drivers: Advance (0-10V / O-10V+AUX / SR / DALI)

Schematic #11 CAT NO.: DBxxXE/A/S/D1xxxx-D2xxxx2

DriverPod (Dual)

(0-10V) (DALI)
GROUND CONTROL  PE (Rl | L @il
DIM- (Pink) DA- (Brown)
» | | NeutrRAL | Advance

Red/White Red

— LINE Driver 1 LED+

LED-
| Blue/White Blue

(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
GROUND CONTROL DIM- (Pink) DA- (Brown)

J

NEUTRAL | Advance

Red/White Red

— LINE Driver 2 LED+
LED-

Blue/White Blue

Note 1. The driver may have more terminals that are not shown here.
Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.
Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

Driver Type Dimming Type

E 0-10V

A? 0-10V + AUX
S SR, D4i

D DALI

P Connectors by others
> Cut wire by others

Red (LED+)

CMP Power Cord == Blue (LED-)
(4 conductors) - \)ng Red/White (DNU-isolate)

@ Blue/White (DNU-isolate)

Red (LED+)

CMP Power Cord ~ =mwr— BIue (LED-)
(4 conductors) — —>a8 Red/White (DNU-isolate)

P Blue/White (DNU-isolate)

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 2 Drivers: Lutron (LDE1)

Schematic #12

CAT NO.: DBxxH1xxxx-D2xxxx2

DriverPod (Dual)

] ‘ NEUTRAL

Blue/White

CMP Power Cord
(4 conductors)

I Red/White Red

LINE Lutron
Driver 1 V-
E2 (Purple) p—
E1 (Purple) B— O V+
| ] NEUTRAL
LINE Lutron
Driver 2 V-
E2 (Purple) B—
E1 (Purple) B— SOl V+

Blue/White

CMP Power Cord
(4 conductors)

I Red/White Red

Note. The driver may have more terminals that are not shown here.

Driver Type Dimming Type
H Lutron LDE1

P Connectors by others
> Cut wire by others

Blue (V-)

——— Red (V+)
— ~>8 Blue/White (DNU-isolate)
"8 Red/White (DNU-isolate)

Blue (V-)

——— Red (V4)
~ ~>8 Blue/White (DNU-isolate)
"8 Red/White (DNU-isolate)

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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Driver Type Dimming Type

2 Power Cords - 2 Drivers: Advance (0-10V / O-10V+AUX / SR / DALI) E 0-10V
A? 0-10V + AUX
Schematic #13 CAT NO.: DBxXE/A/S/D1xxxx-D2xxxx2 g giﬁ"“

DriverPod (Dual)

(0-10V) (DALI)
DIM+ (Pi |
GROUND CONTROL = P (TR | D25 (Rl
A DIM~- (Pink) DA- (Brown)
« [ JNEuTRAL | Advance e
. it -
— LINE Driver 1 LED+ ST @2 _Red/White
LED- |
Blue/White Blue/White
(0-10V) (DALI)
DIM+ (Pi |
GROUND CONTROL q M+ (Burple) | DA+ (Purple)
DIM- (Pink) DA- (Brown)
« | |NeuTRAL | Advance S e, R
. e ite -
— LINE Driver 2 LED+ Red/White
LED-
Blue/White

Blue/White

Note 1. The driver may have more terminals that are not shown here.

CMP Power Cord
(4 conductors)

CMP Power Cord
(4 conductors)

@ Connectors by others

Red (LED+)
| Red/White (LED+)
=~ Blue (LED-)

- Blue/White (LED-)

Red (LED+)
e - Red/White (LED+)
—~——— Blue (LED-)
- Blue/White (LED-)

Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.

Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 2 Drivers: Lutron (LDE1)

Schematic #14 CAT NO.: DBxxH1xxxx-D2xxxx2 Al =
DriverPod (Dual) @ Connectors by others
[ | ‘ NEUTRAL
Lutron Blue (V-)
LINE Blue/White Bl __ Blue/White (V-)
> ey e Driver 1 V- Blue/White CMP Power Cord —_— u
E1(Purple) @ CONTROL V+ (4 conductors) = — Red (V+)
| Red/White ~  Red/White 77T Red/White (V+)
[ | NEUTRAL
Blue (V-)
LINE Lutron Blue/White Blus - Blue/White (V-)
> Gurne) Driver 2 V- Blue/White CMP Power Cord = = u
E1 (Purple) @ CONTROL Al | Red/White (4 conductors) = Red (V+)

Red/White T —

Red/White (V+)

Note. The driver may have more terminals that are not shown here.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 2 Drivers: Advance (0-10V /7 O-10V+AUX / SR / DALI)

Schematic #15

CAT NO.: DBxxE/A/S/D1xxxx-Q2xxxx1

DriverPod (Quad)

CMP Power Cord

= (4 conductors)

(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
el A CONTROL B DIM- (Pink) | DA- (Brown)
» | | NeuTRAL | Advance
— LINE Driver 1 LED+ Red/inite
LED-
Blue/White Blue
(0-10V) (DALI)
DIM+ (P |
GROUND CONTROL +( .U"P e) | DA+ (Purple)
DIM- (Pink) DA- (Brown)
» | | NeutrRaL | Advance
. Red/White Red/White
— LINE Driver 2 LED+ -
LED- ‘ _
Blue/White

Blue/White

Note 1. The driver may have more terminals that are not shown here.

Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.

Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

Driver Type Dimming Type

E 0-10V

A? 0-10V + AUX
S SR, D4i

D DALI

P Connectors by others

Red (LED+)
= Blue (LED-)
.~ Red/White (LED+)

Blue/White (LED-)

-

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 2 Drivers: Lutron (LDE1)

Schematic #16

CAT NO.: DBxxH1xxxx-Q2xxxx1

Driver Type
H

Dimming Type
Lutron LDE1

DriverPod (Quad)

NEUTRAL
LINE LUtron Blue/White
Driver 1 V-
=G CONTROL —
E1 (Purple) B—| v+ | Red/White
[ ] NEUTRAL
LINE Lutron _
Driver 2 V- Blue/White
E2 (Purple) B—] CONTROL |
E1 (Purple) B— B | Red/mhite

Note. The driver may have more terminals that are not shown here.

Blue

CMP Power Cord

Red

Blue/White

Red/White

P Connectors by others

~——

-

Blue (V-)
— e Red (V+)
[ Blue/White (V-)
Red/White (V+)

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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Driver Type Dimming Type

2 Power Cords - 2 Drivers: Advance (0-10V / O-10V+AUX / SR / DALI) E 0-10V
A? 0-10V + AUX
Schematic #17 CAT NO.: DBxxE/A/S/D1xxxx-Q2xxxx2 g gi:L'ID‘“

DriverPod (Quad)

CMP Power Cord
(4 conductors)

GROUND
P | | NEUTRAL
— LINE

GROUND
» | ] NEUTRAL
— LINE

CMP Power Cord
(4 conductors)

Note 1. The driver may have more terminals that are not shown here.

P Connectors by others
>a8 Cut wire by others

Red (LED+)

—__—— Blue (LED-)

— —>a8 Red/White (DNU-isolate)
@ Blue/White (DNU-isolate)

Red (LED+)

—__—— Blue (LED-)

— —>aB Red/White (DNU-isolate)
@ Blue/White (DNU-isolate)

Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.

Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 2 Drivers: Lutron (LDE1)

Schematic #18

CAT NO.: DBxxHTxxxx-Q2xxxx2

DriverPod (Quad)

b ‘ NEUTRAL

Blue/White

CMP Power Cord
(4 conductors)

| Red/White Red

LINE Lutron
Driver 1 V-
E2 (Purple) p—
E1 (Purple) B— ST V+
[ ] NEUTRAL
LINE Lutron
Driver 2 V-
E2 (Purple) B—
E1 (Purple) B— UL V+

Blue/White

CMP Power Cord
(4 conductors)

} Red/White Red

Note. The driver may have more terminals that are not shown here.

Driver Type Dimming Type
H Lutron LDE1

P Connectors by others
>a8 Cut wire by others

Blue (V-)

——— Red (V+)
— > Bjue/White (DNU-isolate)
"8 Red/White (DNU-isolate)

Blue (V-)

——— Red (V+)
— > Bjue/White (DNU-isolate)
"8 Red/White (DNU-isolate)

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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Driver Type Dimming Type

2 Power Cords - 2 Drivers: Advance (0-10V / O-10V+AUX / SR / DALI) E 0-10V
A? 0-10V + AUX
Schematic #19 CAT NO.: DBxXE/A/S/D1Ixxxx-Q2xxxx2 g gi:L'ID‘“

DriverPod (Quad)

(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
GROUND g CONTROL € om- (Pink) DA- (Brown)
€ | | NEUTRAL vance ot Red
. it "
«— LINE Drlver 1 LED+ © e Red/White
LED- ‘
Blue/White Blue/White
(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
GROUND CONTROL € om- (Pink) DA- (Brown)
e« | | NEUTRAL | Advance . Red
R (<1 e B
«— LINE Driver 2 LED+ fied/White
LED- ‘
Blue/White

Blue/White

Note 1. The driver may have more terminals that are not shown here.

@ Connectors by others

Red (LED+)
| Red/White (LED+)
=~ Blue (LED-)

Blue/White (LED-)

CMP Power Cord
(4 conductors)

Red (LED+)
. Red/White (LED+)
==~ Blue (LED-)

Blue/White (LED-)

CMP Power Cord
(4 conductors)

Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.

Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 2 Drivers: Lutron (LDE1)

Schematic #20 CAT NO.: DBxxH1xxxx-Q2xxxx2 Driver Type Dimming Type
H Lutron LDE1
DriverPod (Quad) @ Connectors by others
[ | ‘ NEUTRAL
LINE Lutron Blue Blue (V-)
Blue/Whit . )
E2 (Purple) @] Driver 1 V- ueme Blue/White CMP Power Cord — Blue/White (V—)
E1 (Purple) @ CONTROL V+ ] ; (4 conductors) =~ Red (V+)
Red/iihite  Red/White =T Red/White (V+)
[ | NEUTRAL
LINE Lutron Blue Blue (V—)
Blue/Whit . )
E2 (Purple) @ Driver 2 V- ueme Blue/White CMP Power Cord — Blue/White (V—)
E1 (Purple) @ CONTROL V+ (4 conductors) = Red (V+)
" Red/white

Red/White T Red/White (V+)

Note. The driver may have more terminals that are not shown here.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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Driver Type Dimming Type

2 Power Cords - 3 Drivers: Advance (0-10V /7 O-10V+AUX / SR / DALI) E 0-10V
A2 0-10V + AUX
Schematic #21 CAT NO.: DBxXE/A/S/D1xxxx-Q3xxxx2 g giL'ID“r'
DriverPod (Quad) Connectors by others
(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
L EioLhy e CONTROL $om-Pinky | DA- (Brown)
‘ NEUTRAL . Red/White Red (LED+)
o Driver | LeD+ B OMP Power Cord e Blu (LED-)
LED- T ohe/wiie _— = (4 conductors) ~—— Red/White (LED+)
(0-10V) (DAL Blue/White (LED-)
DIM+ (Purple) | DA+ (Purple)
EFOlhl CONTROL §om-Pinky | DA- (Brown)
« NEUTRAL | Advance
. Red/White Red/White
— LINE Driver 2 LED+ —|
LED- i , '
Blue/White Blue/White
(0-10V) (DALI)
) Red (LED+)
« | | NeutrRaL | Advance i el
e e -
— LINE Driver 3 LED+ Red/White CMP Power Cord ~ mm ~ Red/White (LED+)
LED- (4 conductors) ==~ Blue (LED-)
! Blue/White ~

Blue/White

Note 1. The driver may have more terminals that are not shown here.

Blue/White (LED-)

Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.

Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 3 Drivers: Lutron (LDE1T)

Schematic #22

CAT NO.: DBxxHTxxxx-Q3xxxx2

Driver Type Dimming Type
H Lutron LDE1

DriverPod (Quad)

NEUTRAL
LINE Lutron o
Driver 1 V-
E2 (Purple) @— CONTROL |
E1 (Purple) @— b | Red/White
[ | NEUTRAL
Lutron
LINE v Blue/White
Driver 2 -
E2 (Purple) @ CONTROL -
ET (Purple) @— v+ | Red/White
[ | NEUTRAL
Lutron
LINE 3 v Blue/White
Driver -
E2 (Purple) @) CONTROL
E1 (Purple) @ b | Red/Whit
i Ite

Blue

Red

Blue/White

Red/White

Connectors by others

Blue (V-)

CMP Power Cord  mesSmmm= Red (V+)

~~— Blue/White (V-)
T Red/White (V+)

Blue
Blue/White

Red/White

CMP Power Cord
(4 conductors)

Blue (V-)
Blue/White (V-)

—~—— Red (V+)

Red/White (V+)

Note. The driver may have more terminals that are not shown here.

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 4 Drivers: Advance (0-10V /7 0-10V+AUX / SR / DALI)

Schematic #23

CAT NO.: DBxxXE/A/S/D1xxxx-Q4xxxx2

DriverPod (Quad)

_

(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
GROUND CONTROL B om- (Pink) DA- (Brown)
» | | NeuTraL | Advance
o Red/White
— LINE Driver 1 LED+ -
LED- ‘
Blue/White Blue
(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
GROUND CONTROL B om- (Pink) DA- (Brown)
> NEUTRAL | Advance
. Red/White Red/White
— LINE Driver 2 LED+ —]
LED- ‘ )
Blue/White Blue/White
(0-10V) (DALI)
DIM+ (Purpl
GROUND CONTROL ’:(.Urpe) DA-i-(PurpIe)
DIM- (Pink) DA- (Brown)
» | | NeutrRaL | Advance
. Red/White Red
— LINE Driver 3 LED+
LED- i _
Blue/White Blue T
(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
GROUND A CONTROL DIM- (Pink) DA- (Brown)
» | ] NEUTRAL | Advance
a Red/White Red/White
— LINE Driver 4 LED+ i
LED-
Blue/White

Blue/White

Note 1. The driver may have more terminals that are not shown here.

Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.

Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

CMP Power Cord
(4 conductors)

CMP Power Cord

(4 conductors)

Driver Type Dimming Type

E 0-10V

A? 0-10V + AUX
S SR, D4i

D DALI

. Connectors by others

__— Red (LED")

= Blue (LED-)
Red/White (LED+)
Blue/White (LED-)

f Red (LED+)

N — Blue (LED—)
Red/White (LED+)
Blue/White (LED-)

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 4 Drivers: Lutron (LDE1)

Schematic #24

CAT NO.: DBxxHTxxxx-Q4xxxx2

DriverPod (Quad)

NEUTRAL
LINE Lutron _
D . 1 v Blue/White Blue
river -
ST CONTROL | —
E1 (Purple) B— v+ | Red/white Red
[ ] NEUTRAL
Lutron
LINE i v Blue/White Blue/White
E2 (Purple) p— Driver 2 )
— CONTROL v+ = _ -
E1 (Purple) | Red/White  Red/White
[ ] NEUTRAL
Lutron
LINE v Blue/White Blue
Driver 3 -
E2 (Purple) B—] CONTROL 7—‘
E1(Purple) B— V+ | Red/white Red
[ ] NEUTRAL
LINE Lutron _ _
Driver 4 V- Blue/White Blue/White
E2 (Purple) p— CONTROL
E1 (Purple) B— v+ | Red/white b

Note. The driver may have more terminals that are not shown here.

Red/White

Driver Type Dimming Type
H Lutron LDE1

. Connectors by others

Blue (V-)
CMP Power COrd s S Red (V+)
(4 conductors) ~— Blue/White (V-)

e

Red/White (V+)

Blue (V-)
CMP Power Cord s S Red (V+)
(4 conductors) [ - - Blue/White (V-)

Red/White (V+)

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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3 Power Cords - 3 Drivers: Advance (0-10V / 0O-10V+AUX / SR / DALI)

Schematic #25

CAT NO.: DBxxXE/A/S/D1xxxx-Q3xxxx3

DriverPod (Quad)

Driver Type Dimming Type

E 0-10V

A? 0-10V + AUX
S SR, D4i

D DALI

P Connectors by others
>a8 Cut wire by others

Advance
Driver 1

CMP Power Cord
(4 conductors)

Advance
Driver 2

CMP Power Cord
(4 conductors)

GROUND
P | | NEUTRAL
— LINE

GROUND
B | | NEUTRAL
— LINE

GROUND
B | | NEUTRAL
— LINE

Advance
Driver 3

CMP Power Cord
(4 conductors)

Note 1. The driver may have more terminals that are not shown here.

Red (LED+)

—_—— Blue (LED-)

— a8 Red/White (DNU-isolate)
P Blue/White (DNU-isolate)

Red (LED+)

—_—— Blue (LED-)

— ~->a8 Red/White (DNU-isolate)
@ Blue/White (DNU-isolate)

Red (LED+)

—_—— Blue (LED-)

— > Red/White (DNU-isolate)
g Blue/White (DNU-isolate)

Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.

Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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3 Power Cords - 3 Drivers: Lutron (LDE1)

Schematic #26

CAT NO.: DBxxH1xxxx-Q3xxxx3

DriverPod (Quad)

NEUTRAL
Lutron
LINE v Blue/White Blue
Driver 1 -
E2 (Purple) p— CONTROL j
E1 (Purple) B— v+ ] -
Red/White Red
[ ] NEUTRAL
Lutron
LINE o ) v Blue/White Blue
river -
E2 (Purple) .— CONTROL L ‘
E1 (Purple) B— v+ ]
Red/White Red
[ ] NEUTRAL
Lutron
LINE v Blue/White Blue
Driver 3 e »
E2 (Purple) B— CONTROL |
E1 (Purple) B— V+ il P—
Red/White Red

Note. The driver may have more terminals that are not shown here.

CMP Power Cord
(4 conductors)

CMP Power Cord
(4 conductors)

CMP Power Cord
(4 conductors)

Driver Type Dimming Type
H Lutron LDE1

P Connectors by others
>a8 Cut wire by others

Blue (V-)

— Red (V+)
— > Blue/White (DNU-isolate)
7 >8 Red/White (DNU-isolate)

Blue (V-)

= Red (V+)
— > Blue/White (DNU-isolate)
7 >8 Red/White (DNU-isolate)

Blue (V-)

— Red (V+)
— > Blue/White (DNU-isolate)
7 >8 Red/White (DNU-isolate)

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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Driver Type Dimming Type

3 Power Cords - 3 Drivers: Advance (0-10V / O-10V+AUX / SR / DALI) E 0-10V
A? 0-10V + AUX
Schematic #27 CAT NO.: DBxXE/A/S/D1xxxx-Q3xxxx3 g gi:L'ID‘“

DriverPod (Quad)

(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
GROUND CONTROL € om- (Pink) DA- (Brown)
«— LINE Driver 1 LED+ sciihite.
LED- :
Blue/White Blue/White
(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
GROUND CONTROL € - (Pink) DA- (Brown)
« NEUTRAL | Advance ; Red
; Red/White .
«— LINE Driver 2 LED+ Red/AAWhit
LED- ‘
Blue/White Blue/White
(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
GROUND CONTROL M- (Pink) DA- (Brown)
< o\ NEUTRAL Advance . Red
R Red/White =
«— LINE Driver 3 LED+ ReSWhitS
LED- ;

Blue/White

Blue/White

Note 1. The driver may have more terminals that are not shown here.

Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.

Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

CMP Power Cord
(4 conductors)

CMP Power Cord
(4 conductors)

CMP Power Cord
(4 conductors)

@ Connectors by others

__— Red (LEDY)

e Red/White (LED+)
=~ Blue (LED-)

Blue/White (LED-)

Red (LED+)
. Red/White (LED+)
==~ Blue (LED-)

Blue/White (LED-)

Red (LED+)
| Red/White (LED+)
="~=—— Blue (LED-)

Blue/White (LED-)

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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3 Power Cords - 3 Drivers: Lutron (LDE1)

Driver Type Dimming Type
H Lutron LDE1

Schematic #28 CAT NO.: DBxxH1xxxx-Q3xxxx3

DriverPod (Quad) @ Connectors by others

d ‘ NEUTRAL BI V-
LINE Lutron Blue/White _ [ ! )

E2 (Purple) @ Driver 1 V- Dlue/ihite CMEeRtord |~ plue/hite (V)
1 (Purpie) CONTROL v+ ‘ — (4 conductors) = — Red (V+)
Red/Whit: i -~ .

ed/White " Red/White Red/White (V+)
d NEUTRAL Blue (V-
LINE Lutron Blue/White _ [ : )

E2 (Purple) @] Driver 2 V- e/l Cln=oc B lue/inite ()
€1 Furple) € CONTROL 7z ‘ — (4 conductors) = — Red (V+)
Red/Whit: i ~ .

ed/White  Red/White Red/White (V+)
d NEUTRAL Blue (V-
LINE Lutron Blue/White _ [ : )

E2 (Purple) @—| Driver 3 V- lue/White CRERgEEmTord | cluerithite (1)

urple Red
E1 (Purple) @ CONTROL v+ ‘ ; (4 conductors) =~ Red (V+)
Red/White Red/White T~

Note. The driver may have more terminals that are not shown here.

Red/White (V+)

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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3 Power Cords - 4 Drivers: Advance (0-10V / 0-10V+AUX / SR / DALI)

Schematic #29

CAT NO.: DBxxXE/A/S/D1xxxx-Q4xxxx3

DriverPod (Quad)

CMP Power Cord

— (4 conductors)

Driver Type Dimming Type

E 0-10V

A? 0-10V + AUX
S SR, D4i

D DALI

Connectors by others

Red (LED+)

P = Blug (LED-)

_ " Red/White (LED+)
Blue/White (LED-)

.

Red (LED+)

—

Red/White (LED+)
==~ Blue (LED-)

Blue/White (LED-)

Red (LED+)

—

(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
GROUND CONTROL B om- (Pink) DA- (Brown)
» | | NeuTraL | Advance
o Red/White
— LINE Driver 1 LED+ -
LED- i
Blue/White Blue
(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
GROUND CONTROL B om- (Pink) DA- (Brown)
> NEUTRAL | Advance
. Red/White Red/White
— LINE Driver 2 LED+ —|
LED- ‘ )
Blue/White Blue/White
(0-10V) (DALI)
DIM+ (Purpl
GROUND CONTROL > ’:( .urp e) DA-i- (Purple)
DIM- (Pink) DA- (Brown)
» | | NeutraL | Advance e RS
— LINE Driver 3 LED+ Red/White CMP Power Cord
LED- (4 conductors)
‘ Blue/White Blue/White
(0-10V) (DALI)
DIM+ (Purpl
GROUND CONTROL > ‘i‘ ( .urp e) DAj (Purple)
DIM- (Pink) DA- (Brown)
» | ] NEUTRAL | Advance e e
. (=1 Ite "
— LINE Driver 4 LED+ Red/White CMP Power Cord
LED- - (4 conductors)

Blue/White

Blue/White

Note 1. The driver may have more terminals that are not shown here.

Red/White (LED+)
==~ Blue (LED-)

Blue/White (LED-)

Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.

Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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3 Power Cords - 4 Drivers: Lutron (LDE1)

Schematic #30

CAT NO.: DBxxHTxxxx-Q4xxxx3

DriverPod (Quad)

CMP Power Cord
(4 conductors)

CMP Power Cord

‘ NEUTRAL
LINE Lutron _
D ) 1 v Blue/White Blue
river B
E2 (Purple) B— CONTROL | —
E1 (Purple) B A | Red/White Red
[ ] NEUTRAL
Lutron
LINE i v |\ Blue/White Blue/White
2 (Purple) p— Driver 2 B f’:
E1 (Purple) B— CONTROL v+ | Red/White Red/White
[ ] NEUTRAL
Bl
LINE Lutron Blue/White e
Driver 3 V- Blue/White
2 (Purple) B— CONTROL Red
E1 (Purple) B— V+ I
Red/White Red/White
[ ] NEUTRAL
Lutron BI
LINE uiee Blue/White e
Driver 4 V- Blue/White
E2 (Purple) B— CONTROL Red

E1 (Purple) B—

Red/White Red/White

Note. The driver may have more terminals that are not shown here.

(4 conductors)

Driver Type Dimming Type
H Lutron LDE1

CMP Power Cord

Connectors by others

Blue (V-)

— e Red (V+)
.~ Blue/White (V-)

e

Red/White (V+)

Blue (V-)
Blue/White (V-)

—~—— Red (V+)

Red/White (V+)

Blue (V-)
Blue/White (V-)

== Red (V+)

Red/White (V+)

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I’électricité locaux et nationaux.

PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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.
4 Power Cords - 4 Drivers: Advance (0-10V / 0-10V+AUX / SR / DALI) E 0-10V

Schematic #31

CAT NO.: DBxxE/A/S/D1xxxx-Q4xxxx4 S SR, D4i

A? 0-10V + AUX

D DALI

DriverPod (Quad)

CMP Power Cord
(4 conductors)

CMP Power Cord
(4 conductors)

CMP Power Cord
(4 conductors)

GROUND
P | | NEUTRAL
— LINE

GROUND
» | | NEUTRAL
— LINE

GROUND
B | | NEUTRAL
— LINE

GROUND
B | | NEUTRAL
— LINE

CMP Power Cord
(4 conductors)

Note 1. The driver may have more terminals that are not shown here.

P Connectors by others
>a8 Cut wire by others

Red (LED+)

—_—— Blue (LED-)

— a8 Red/White (DNU-isolate)
P Blue/White (DNU-isolate)

Red (LED+)

—_— Blue (LED-)
— a8 Red/White (DNU-isolate)

@ Blue/White (DNU-isolate)

Red (LED+)

—_—— Blue (LED-)

— a8 Red/White (DNU-isolate)
@ Blue/White (DNU-isolate)

Red (LED+)

—_—— Blue (LED-)
— a8 Red/White (DNU-isolate)

P Blue/White (DNU-isolate)

Note 2. AUX driver has two AUX terminals for O-10V Sensor/Radio Node connections, not shown here.

Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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4 Power Cords - 4 Drivers: Lutron (LDE1)

Schematic #32 CAT NO.: DBxxH1xxxx-Q4xxxx4 Driver Type _ Dimming Type

H Lutron LDE1

P Connectors by others

DriverPod (Quad) > Cut wire by others

] | NEUTRAL
Lutron Blue (V-
LINE Blue/White Blue ( )
2 (Purple) p—| Driver 1 V- CMP Power Cord =~ Red (V+)
£t (Purple) p——jm CONTRO v+ = (4 conductors) ~ > Blue/White (DNU-isolate)
Red/White Red — ) )
)'g Red/White (DNU-isolate)
] NEUTRAL V-)
Lutron Blue (V-
LINE Blue/White Blue
2 (Purple) B—| Driver 2 V- CMP Power Cord =~ Red (V+)
1 (Purple) B— CONTROL v+ ‘ (4 conductors) — ~>8 Blue/White (DNU-isolate)
Red/White Red e
> Red/White (DNU-isolate)
] NEUTRAL
Lutron Blue (V-
LINE i Blue/White Blue )
2 (Purple) B—| Driver 3 V- CMP Power Cord  =~r—_ Red (V+)
S | Seniel v+ ‘ (4 conductors) — > Blue/White (DNU-isolate)
Red/White Red T — . .
>8 Red/White (DNU-isolate)
[ ] NEUTRAL
Lutron Blue (V-)
LINE Blue/White Blue f
E2 (Purple) B—] Driver 4 V- /‘ P——— CMPPowerCord =" Red (V+)
E1 (Purple) B— EONIEOS V+ m‘— (4 conductors) — > Blue/White (DNU-isolate)
&Y ite Red .

"8 Red/White (DNU-isolate)

Note. The driver may have more terminals that are not shown here.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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4 Power Cords - 4 Drivers: Advance (0-10V / 0-10V+AUX / SR / DALI)

Schematic #33 CAT NO.: DBxxXE/A/S/D1xxxx-Q4xxxx4

DriverPod (Quad)

(0-10V) (DALY
DIM+ (Purple) | DA+ (Purple)
Sliethi CONTROL $oM- Pink) | DA- (Brown)
« NEUTRAL | Advance _ Red
Red/White

Red/White

LINE Driver 1 LED+ CMP Power Cord —_—

LED-

Blue/White Blue/White

(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
GROUND CONTROL € om- (Pink) DA- (Brown)

NEUTRAL | Advance
LINE Driver 2 LED+

Red
Red/White

Red/White
CMP Power Cord —

LED- ‘
Blue/White Blue/White
(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
NTROL
GROUND CONTRO $oM- (Pink) | DA- (Brown)

NEUTRAL | Advance
LINE Driver 3 LED+

Red
Red/White

Red/White
CMP Power Cord —

LED-
Blue/White Blue/White
(0-10V) (DALI)
DIM+ (Purple) | DA+ (Purple)
GROUND CONTROL € om- (Pink) DA- (Brown)

NEUTRAL | Advance

LINE Driver 4 LED+
LED-

Red
Red/White

Red/White
CMP Power Cord —

Blue/White Blue/White

Note 1. The driver may have more terminals that are not shown here.
Note 2. AUX driver has two AUX terminals for 0-10V Sensor/Radio Node connections, not shown here.
Note 3. See pages #77 and #78 for Sensor/Radio Node wiring connections.

Driver Type Dimming Type

E 0-10V

A? 0-10V + AUX
S SR, D4i

D DALI

@ Connectors by others

Red (LED+)
Red/White (LED+)

(4 conductors) ==~ Blue (LED-)

Blue/White (LED-)

Red (LED+)
Red/White (LED+)

(4 conductors) === Blue (LED-)

Blue/White (LED-)

Red (LED+)
Red/White (LED+)

(4 conductors) === Blue (LED-)

Blue/White (LED-)

Red (LED+)
Red/White (LED+)

(4 conductors) === Blue (LED-)

Blue/White (LED-)

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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4 Power Cords - 4 Drivers: Lutron (LDE1)

Schematic #34

CAT NO.: DBxxH1xxxx-Q4xxxx4

DriverPod (Quad)

NEUTRAL
BI
LINE Lutron Blue/White e
Driver 1 V- Blue/White
E2 (Purple) @ CONTROL Red
E1 (Purple) @— v+ ] ;
Red/White Red/White
d NEUTRAL
BI
LINE Lutron Blue/White e
Driver 2 V- Blue/White
2 (el CONTROL Red
E1 (Purple) @— v+ I ;
Red/White Red/White
d NEUTRAL
BI
LINE Lutron Blue/White e
Driver 3 V- Blue/White
E2 (Purple) :: CONTROL v Red
E1 (Purple) *
' Red/White Red/White
[ | NEUTRAL
BI
LINE Lutron Blue/White e
R I e
E2 (Purple) @ CONTROL T Red
E1 (Purple) @ v+ I -
Red/White Red/White

Note. The driver may have more terminals that are not shown here.

CMP Power Cord
(4 conductors)

CMP Power Cord
(4 conductors)

CMP Power Cord
(4 conductors)

CMP Power Cord
(4 conductors)

Driver Type
H Lutron LDE1

Dimming Type

Y o

—_

N

-,

@ Connectors by others

Blue (V-)
Blue/White (V-)
Red (V+)
Red/White (V+)

Blue (V-)
Blue/White (V-)
Red (V+)
Red/White (V+)

Blue (V-)
Blue/White (V-)
Red (V+)
Red/White (V+)

Blue (V-)
Blue/White (V-)
Red (V+)
Red/White (V+)

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I’électricité locaux et nationaux.

PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1 Driver: Advance (FlexTune)

Schematic #35 CAT NO.: DBxxE1xxxx-S1xxxx1 Driver Type _ Dimming Type
F FlexTune SR 2ch

P Connectors by others

DriverPod (Single) > Cut wire by others

DA+ (Purple)

GROUND
CONTROL oA (Browny

| NEUTRAL
N Adv-ance LED+ N/C e Red (LED+)
Driver LED+ P e - g — == Blue (LED CW-)
FlexTt C MP Power Cord i
(FlexTune) LED CW ‘Blue/White e o) - Orange (LED WW-)

LED WW- Red/White (DNU-isolate)
=@ Blue/White (DNU-isolate)

){ Orange/White (DNU-isolate)

‘ Orange Orange

Note 1. The driver may have more terminals that are not shown here.
Note 2. See page #79 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1Driver: Moons’ (O-10V / DALI)

Driver Type Dimming Type

Schematic #36 CAT NO.: DBxx2/81xxxx-STxxxx1 2 0-10V 2¢h
8 DALI DT8 2ch
DriverPod (Single) P Connectors by others
> Cut wire by others
Orange
> NEUTRAL CCT CONTROL [ CH2- ‘ rene
LINE S 0-1ov+ (Purpley L] CH2+ N/C Orange (CH2-)
Moons' | & 0-10v- (Pink) CH1- B~ giic/white » o Blue (CHI)
= 00000000 Orange
GROUND Driver |5 DA+ (Purple) cht+ [

| CMP Power Cord — Rod (CH1+)

& pa-(Brown) [T Blue (6 conductors)

N a0 0range/White (DNU-isolate)
DIM CONTROL [

\ >lfBIue/White (DNU-isolate)
):gRed/White (DNU-isolate)

-

Red/White

TouchSet

Note. The driver may have more terminals that are not shown here.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1 Driver: Advance (FlexTune)

Schematic #37

CAT NO.: DBxxF Txxxx=-STxxxx1

Driver Type Dimming Type

FlexTune SR 2ch

DriverPod (Single)

GROUND
| NEUTRAL
LINE

Advance

Driver
(FlexTune)

CONTROL

LED+
LED+
LED CW-
LED WW-

@ DA+ (Purple)
-d DA- (Brown)

N/C

Red

E Red/White .”/7 Red/White

( Blue/White & J/—

Orange ‘

Blue
Blue/White
Orange
Orange/White

Note 1. The driver may have more terminals that are not shown here.
Note 2. See page #79 for Sensor/Radio Node wiring connections.

CMP Power Cord
(6 conductors)

f Red (LED+)

— — Red/White (LED+)
""" Blue (LED CW-)
" Blue/White (LED CW-)
Orange (LED WW-)
Orange/White (LED WW-)

@ Connectors by others

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1 Driver: Moons’ (O-10V / DALI)

Schematic #38 CAT NO.: DBxx2/81xxxx-S1xxxx1 2 0-10V 2¢h
8 DALIDT8 2ch
DriverPod (Single) @ Connectors by others
‘ | Orange Orange Orange (CH2-)
[ | NEUTRAL CcCT CoNTROL [ CH2- € orengenmite Orange/White (CH2-)

e S 0-10v+ (Purple) 1] CH2+ e G Chagover cord R RIE

Moons’ & 0-10V- (Pink) CH1- m‘* — ——] (6 conductors) —— i -

e PP Blue/White. Blue/White (CH1-)

. = CH1 —¢ i

GROUND Driver | 3 DA« (Purple) e Red/White ' I= Red \ Red (CH1+)

S DA-(Brown) [T Red/White \

DIM CONTROL [

= Red/White (CH1+)

TouchSet
[

Note. The driver may have more terminals that are not shown here.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1 Driver: Advance (FlexTune)

Schematic #39 CAT NO.: DBxxE1xxxx-D1xxxx1 Driver Type _ Dimming Type
F FlexTune SR 2ch

P Connectors by others

DriverPod (Dual
( ) > Cut wire by others

DA+ (Purple)

GROUND
CONTROL oA (Browny

| NEUTRAL
N Adv-ance LED+ N/C e Red (LED+)
Driver LED+ P e - g — == Blue (LED CW-)
FlexTt C MP Power Cord i
(FlexTune) LED CW ‘Blue/White e o) _ Orange (LED WW-)

LED WW- Red/White (DNU-isolate)
=@ Blue/White (DNU-isolate)

)f Orange/White (DNU-isolate)

‘ Orange Orange

Note 1. The driver may have more terminals that are not shown here.
Note 2. See page #79 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1Driver: Moons’ (O-10V / DALI)

Driver Type Dimming Type

Schematic #40 CAT NO.: DBxx2/81xxxx-D1xxxx1 2 0-T0V 2¢h
8 DALIDT8 2ch
. P Connectors by others
DriverPod (Dual
( ) > Cut wire by others
Orange

> NEUTRAL ccT conTroL [ CH2- ‘ —

LINE S 0-1ov+ (Purpley L] CH2+ N/C Orange (CH2-)

Moons' | & 0-10V- (Pink) cii- v » = Blus (CHI)
= 00000000 Orange
oL Driver |5 DA+ (Purple) cHi+ Il

| CMP Power Cord — Rod (CH1+)

& pa-(Brown) [T Blue (6 conductors)

N a0 0range/White (DNU-isolate)
DIM CONTROL [

\ >'fBIue/White (DNU-isolate)
):gRed/White (DNU-isolate)

-
TouchSet

[

Red/White

Note. The driver may have more terminals that are not shown here.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1 Driver: Advance (FlexTune)

Schematic #41

CAT NO.: DBxxF Txxxx=-D1xxxx1

Driver Type Dimming Type

FlexTune SR 2ch

DriverPod (Dual)

GROUND
| NEUTRAL
LINE

Advance

Driver
(FlexTune)

CONTROL

LED+
LED+
LED CW-
LED WW-

@ DA+ (Purple)
-d DA- (Brown)

N/C

Red

B E Red/White .’7 Red/White

( Blue/White & J/—

Orange ‘

Blue
Blue/White
Orange
Orange/White

Note 1. The driver may have more terminals that are not shown here.

Note 2. See page #79 for Sensor/Radio Node wiring connections.

CMP Power Cord
(6 conductors)

f Red (LED+)

— — Red/White (LED+)
""" Blue (LED CW-)
" Blue/White (LED CW-)
Orange (LED WW-)
Orange/White (LED WW-)

@ Connectors by others

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 1Driver: Moons’ (O-10V / DALI)

Schematic #42 CAT NO.: DBxx2/81xxxx-D1xxxx1 2 0-10V 20h

8 DALIDT8 2ch

DriverPod (Dual)

@ Connectors by others

Orange Orange Orange (CH2-)

\
[ | | NEUTRAL ccT CoNTROL [ CH2- € orengernite Orange/White (CH2-)
LINE £ o-tov+ (purple) [ CH2+ VO e CMPPowerCod = i (CHIY)
SROUND Moons® |g 0710V~ (Pink) g::; [me —_Blue/White (6 conductors) ;; Blue/White (CH1-)
Driver |5 DA+ (Purple) Red/White L/bﬂ Red (CH1+)
S DA-(Brown) [ Red/White \ Red/Wh -
= Re ite +
DIM CONTROL [ | onset ( )

Note. The driver may have more terminals that are not shown here.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 2 Drivers: Advance (FlexTune)

Schematic #43

CAT NO.: DBxxFTxxxx-D2xxxx1

DriverPod (Dual)

DA+ (Purple)
DA- (Brown)

J.

GROUND CONTROL
[ ] NEUTRAL | A,
dvance ey
LINE .
Driver 1 LED+
(FlexTune) LED CW-
LED WW-
GROUND CONTROL
] NEUTRAL
Advance e
LINE .
Driver 2 LED+
(FlexTune) LED CW-
LED WW-

i

Blue CMP Power Cord

Red/White Red
\ Blue/White
Orange Orange (6 conductors)

DA+ (Purple) ’
DA- (Brown)

ﬁ

Red/White Red/White
\ Blue/White i
Orange Orange/White

ﬁ

Blue/White

Note 1. The driver may have more terminals that are not shown here.

Note 2. See page #79 for Sensor/Radio Node wiring connections.

Driver Type Dimming Type
F FlexTune SR 2ch

P Connectors by others

Red (LED+)
s Blue (LED CW-)
Orange (LED WW~-)
Red/White (LED+)
- Blue/White (LED CW-)
Orange/White (LED WW -)

—

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION :

Installez conformément aux codes du batiment et de I’'électricité locaux et nationaux.

PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 2 Drivers: Moons’ (O-10V / DALI)

Schematic #44

CAT NO.: DBxx2/81xxxx-D2xxxx1

DriverPod (Dual)

| ‘ NEUTRAL

Orange

Orange
CCT CONTROL [ ‘ [ ]
LINE £ o-tov+ purple) L e Blue
Moons’ | g 0-10V- (Pink) [ Blue/White » |
8 GROUND | pyriver1 |5 par purple crr- B Red/White Red e
S DA- (Brown) O
DIM CONTROL [ I
, Orange Orange/White ’
> NEUTRAL ccT conTrRoL [ b
p——h LINE g o-tov+ purple) L Ve Blue/White
s T . e —————— =
Moons’ |g O-1OV-(Pink [~ Blue/White A": Red/White
:‘ GROUND Driver 2 |5 pa+ (Purple) Red/White

S, DA- (Brown) ]7

DIM CONTROL [

Note. The driver may have more terminals that are not shown here.

CMP Power Cord
(6 conductors)

Driver Type Dimming Type
2 0-10V 2ch
8 DALI DT8 2ch

P Connectors by others

Orange (CH2-)
g Blue (CHT-)
P Red (CH1+)
Orange/White (CH2-)
- Blue/White (CH1-)
= Red/White (CH1+)

“@

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 2 Drivers: Advance (FlexTune)

Schematic #45 CAT NO.: DBxxE1xxxx-D2xxxx2 Driver Type _ Dimming Type
F FlexTune SR 2ch

P Connectors by others

DriverPod (Dual
( ) > Cut wire by others

GROUND CONTROL ET (;‘;vpv':)
» NEUTRAL | Advan
LINE . -a o LED+ e ey
Driver 1 LED+ Red/Whlte ed - - === Blue (LED CW-)
ower Cor =
(FlexTune) LED CW- ‘Blue/whlte ™ o) = Orange -(LED Ww _)
LED WW- Orange Orangs = Red/White (DNU-isolate)
9 Blue/White (DNU-isolate)
GROUND CONTROL gi* (::gfv':) a0 Orange/White (DNU-isolate)
» NEUTRAL | Advan
LINE d. onee LED+ et
Driver 2 LED+ Redmme ed - Blue (LED CW-)
ower Cor =
(FlexTune) LED CW- ‘BIue/Whlte ™ R otors) = Orange FLED Ww _)
LED WW- Orange — = Red/White (DNU-isolate)

=0 Blue/White (DNU-isolate)
>€Orange/White (DNU-isolate)

Note 1. The driver may have more terminals that are not shown here.
Note 2. See page #79 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 2 Drivers: Moons’ (0-10V / DALI)

Schematic #46

CAT NO.: DBxx2/81xxxx-D2xxxx2

DriverPod (Dual)

> NEUTRAL CCT CONTROL [I] CH2- | Orange
LINE g 0-10V+ (Purple) [ cH2+ N/C
Moons’ m CH1- Blue/White » e
:‘ GROUND Driver 1 |5 DA+ (Purple) Gl l: |
& DA- (Brown) m Blue
DIM CONTROL [l | "uoset Red/White
» _E NEUTRAL ccT CoNTROL [ CH2- | Orenge
| 2 LINE S 0-1ov+ (Purpley L] CH2+ N/C
BB M il = Blue/White » orange
j LD Driver 2 S DA+ (Purple) CH1+ [ |
é DA- (Brown) ’7 Blue
DIM CONTROL [ | "ertet Red/White

Note. The driver may have more terminals that are not shown here.

CMP Power Cord
(6 conductors)

CMP Power Cord
(6 conductors)

Driver Type Dimming Type

2 0-10V 2ch
8 DALIDT8 2ch

P Connectors by others
> Cut wire by others

Orange (CH2-)

= Blue (CHT)
—— Red (CH1+)
N a0 0range/White (DNU-isolate)
\ >lfBIue/White (DNU-isolate)
):gRed/White (DNU-isolate)

-

Orange (CH2-)

= Blue (CHT)
—— Red (CH1+)
N a0 0range/White (DNU-isolate)
\ >'fBIue/White (DNU-isolate)
):gRed/White (DNU-isolate)

-

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 2 Drivers: Advance (FlexTune)

Driver Type Dimming Type
F FlexTune SR 2ch

Schematic #47 CAT NO.: DBxxFTxxxx=-D2xxxx2

DriverPod (Dual)

GROUND CONTROL @l DA+ (Purple)
+@ DA- (Brown)
NEUTRAL Advance
LINE LED+ N/C Red
Driver 1
LED+ Red/White '“/ﬁ Red/White
(FlexTune) LED CW- ‘7 —
LED Ww- Blue/hite BIue/Whlte
Orange ‘ Orange
Orange/White
GROUND CONTROL +@ DA+ (Purple)
+@ DA- (Brown)
NEUTRAL Advance
LED+
LINE .
priver 2 =20 Red/White ®j—Red/White
(FlexTune) LED CW- -
| Blue/white & /— ED
LED Ww- Blue/White
Orange ‘ Orange
Orange/White

Note 1. The driver may have more terminals that are not shown here.

Note 2. See page #79 for Sensor/Radio Node wiring connections.

CMP Power Cord
(6 conductors)

CMP Power Cord
(6 conductors)

f Red (LED+)

Red/White (LED+)

\'\ Blue (LED CW-)

Blue/White (LED CW-)
Orange (LED WW-)
Orange/White (LED WW-)

Red (LED+)
Red/White (LED+)

\'\ Blue (LED CW-)

Blue/White (LED CW-)
Orange (LED WW-)
Orange/White (LED WW-)

@ Connectors by others

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION :

Installez conformément aux codes du batiment et de I’électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccion locales y nacionales.
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2 Power Cords - 2 Drivers: Moons’ (0-10V / DALI)

Schematic #48 CAT NO.: DBxx2/81xxxx-D2xxxx2

DriverPod (Dual)

| Orange Orange
< | NEUTRAL CCT CONTROL [ CH2- € onoewnite
LINE S 0-1ov+ (Purpley L] CH2+ N/C \m CMP Power Cord =™,
5 T Gerove CH1- (S ] ~—
B GrounD Moons & 0-10V- (Pink) o [me Blue/wh (6 conductors) \
Driver 1 |3 DA+ (Purple) p— ‘ij Red
S DA-(Brown) [ Red/White \
DIM CONTROL [l | "uoset -
| Orange Orange
d NEUTRAL CCT CONTROL | CH2- ‘ Orange/White
- LINE S o-10v+ (purple) L] CH2+ e &= OMPPowerCod =N
| & 0-10V- (Pink CH1- | W)—__Slue -
Moons’ |¢ (Pink) Hs [Ime BlucZuhi (6 conductors)
W GROUND | piyer 2 3 DA+ (Purple) et M@"lflﬂ \
S DA-(Brown) [T Red/White N\
DIM CONTROL [I]| TouchSet

Note. The driver may have more terminals that are not shown here.

Driver Type Dimming Type

2 0-10V 2ch
8 DALIDT8 2ch

@ Connectors by others

Orange (CH2-)
Orange/White (CH2-)
Blue (CH1-)
Blue/White (CH1-)
Red (CH1+)
Red/White (CH1+)

Orange (CH2-)
Orange/White (CH2-)

Blue (CH1-)
Blue/White (CH1-)

Red (CH1+)
Red/White (CH1+)

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 2 Drivers: Advance (FlexTune)

Schematic #49

CAT NO.: DBxxF Txxxx-Q2xxxx1

DriverPod (Quad)

.L

I

DA+ (Purple)
DA- (Brown)
Red/White Red
\ Blue/White Blue CMP Power Cord
Orange Orange | (6 conductors)

GROUND CONTROL
| ] NEUTRAL
Advance LED+
LINE .
Driver 1 LED+
(FlexTune) LED CW-
LED Ww-
GROUND CONTROL
| ] NEUTRAL Advan
dvance 1=
LINE .
Driver 2 LED+
(FlexTune) LED CW-
LED Ww-

DA+ (Purple) ’
DA- (Brown)
N/C
Red/White l Red/White
\BIue/Whlte b Blue/White
Orange b Orange/White

Note 1. The driver may have more terminals that are not shown here.

Note 2. See page #79 for Sensor/Radio Node wiring connections.

Driver Type Dimming Type
F FlexTune SR 2ch

P Connectors by others

Red (LED+)
s Blue (LED CW-)
Orange (LED WW~-)
Red/White (LED+)
< Blue/White (LED CW-)
Orange/White (LED WW -)

—

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION :

Installez conformément aux codes du batiment et de I’'électricité locaux et nationaux.

PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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1 Power Cord - 2 Drivers: Moons’ (O-10V / DALI)

Schematic #50

CAT NO.: DBxx2/81xxxx-Q2xxxx1

DriverPod (Quad)

p| [ NEUTRAL ccT conTroL [ cH2- a o orenee g Orenee
LINE S o-tov+ (Purple) (] CH2+ e ) Blue
B GrouD M(?ons’ <'i0‘1°V‘ (G ((;::11; [f Blue/White |
Driver1 | oo Gurse m Red/White Red
DIM CONTROL [ | Tguehset I
. | — cor controL B CHz- , Orange > Orange/White
LINE % oGy L G aj“ =T Blue/White
Moons’ |& 0-10V- (PFink) CH1- mte 3,.: e hite
M GROUND | privern |Soarpue | O™ BT Red/mnite
S DA- (Brown) O
DIM CONTROL [ | uohset

Note. The driver may have more terminals that are not shown here.

CMP Power Cord
(6 conductors)

Driver Type Dimming Type
2 0-10V 2ch
8 DALI DT8 2ch

P Connectors by others

Orange (CH2-)
s Blue (CHT-)
P Red (CH1+)
Orange/White (CH2-)
« Blue/White (CH1-)
= Red/White (CH1+)

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 2 Drivers: Advance (FlexTune)

Schematic #51 CAT NO.: DBxxXE1xxxx-Q2xxxx2 Driver Type _ Dimming Type
F FlexTune SR 2ch

P Connectors by others

DriverPod (Quad) > Cut wire by others

| NEUTRAL
LINE Ad\./ance o o Red (LED")
Driver 1 Leo+ - > e = Blue (LED CW-)
(FlexTune) LED CW- ‘BIue/Whlte S Iovelr GG Orange (LED WW-)

Blue (6 conductors) -
LED WW- B Red/White (DNU-isolate)
2P Blue/White (DNU-isolate)
)ngrange/White (DNU-isolate)

GROUND CONTROL ET (;‘;fv':)

NEUTRAL
Advance LED+ Red (LED+)

LINE ver 2 Y
Driver LED+ Red/wmte d === _Blue (LED CW-)
(FlexTune) LED CW- ‘ CeeiCond Orange (LED WW-)

Orange Orange

BIue/Whlte Blue (6 conductors) -
LED WW- | — Red/White (DNU-isolate)

=0 Blue/White (DNU-isolate)
)ngOrange/White (DNU-isolate)

Orange Orange

Note 1. The driver may have more terminals that are not shown here.
Note 2. See page #79 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 2 Drivers: Moons’ (0-10V / DALI)

Schematic #52

CAT NO.: DBxx2/81xxxx-Q2xxxx2

DriverPod (Quad)

» ‘ NEUTRAL CCT CONTROL l: CH2- ‘ orange
LINE £ 0-1ovs (Purpley ] CH2+ LE
Moons’ | 0-10V- (Pink) CHI= 7 Blue/white |
GROUND | priver1 |3 oar (urple) cHi+ ‘ e
& ba- Brown) o Hie
DIM CONTROL [l | Touehset Rediiine
> NEUTRAL CCT CONTROL [ CH2- L omnee
> LINE £ 0-10v+ (Purple) 2| CH2+ N/e
Moons’ 5 0-10V- (Pink) CH1- Blue/White ]
JBctons | oy | o | oo B Loy
é DA- (Brown) ’7 e
DIM CONTROL l: Tor@et Red/White Red

Note. The driver may have more terminals that are not shown here.

CMP Power Cord
(6 conductors)

CMP Power Cord
(6 conductors)

Driver Type Dimming Type
2 0-10V 2ch
8 DALI DT8 2ch

P Connectors by others
>a8 Cut wire by others

Orange (CH2-)

= Blus (CHI)

—— Rod (CH1+)

N a0 0range/White (DNU-isolate)
P Blue/White (DNU-isolate)
%Red/White (DNU-isolate)

N\

Orange (CH2-)

= Blue (CHT-)
—— Red (CH1+)
< )€Orange/White (DNU-isolate)
\ >lfBIue/White (DNU-isolate)
>fRed/White (DNU-isolate)

-

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 2 Drivers: Advance (FlexTune)

Driver Type Dimming Type
F FlexTune SR 2ch

Schematic #53 CAT NO.: DBxxFTxxxx-Q2xxxx2

DriverPod (Quad) @ Connectors by others

GROUND CONTROL ~@ DA+ (Purple)
@ DA- (Brown)
[ | NEUTRAL Advance
LINE ) LED+ e Red (LED+)
Driver 1 LED+ roarwiite &) Red/White , Red/White (LED+)
(FlexTune) LED CW- — Blue CMP Power Cord \f\ Blue (LED CW-)
| Blue/White ¥ 3 cEree —
LED WW- Blue/White (6 conductors) Blue/White (LED CW-)
Orange ‘ ORENES O LED WW-
Orange/White range ( )
Orange/White (LED WW-)
GROUND CONTROL @ DA+ (Purple)
@ DA- (Brown)
[ ] NEUTRAL Advance
LED+ N/C Red (LED+)
LINE . f'
Driver 2 LED+ roarwiite &/ Red/White_ Red/White (LED+)
(FlexTune) LED CW- =4 Bus  CMPPower Cord \'\ Blue (LED CW-)
| Blue/White & /e & ceree —
LED WW- ( Blue/White [BEeidtctors) Blue/White (LED CW-)
Orange
Orange -
Orange/White Ol (LA LRE)

Note 1. The driver may have more terminals that are not shown here.

Orange/White (LED WW-)

Note 2. See page #79 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 2 Drivers: Moons’ (0-10V / DALI)

Schematic #54 CAT NO.: DBxx2/81xxxx-Q2xxxx2

DriverPod (Quad)

[ Blue/White (6 conductors) ~
GROUND CH1+ I

_ Red \
Red/White

Red/White ~

Driver 2 |5 DA+ (Purple)
S, DA- (Brown) O

DIM CONTROL [

Al

] Orange Orange
| | NEUTRAL CCT CONTROL [ CH2- (| T
LINE S o-tov+ (Purpley L] CH2+ e : CMP Power Cord
Moons’ | & 0-10v- (Pink) CH1- \ ‘:/ﬁ Blue =\ —

TouchSet
[

Note. The driver may have more terminals that are not shown here.

] Orange Orange
(] NEUTRAL ccT conTRoL [ CH2- € orencervinite
- LINE S 0-10v+ (Purple) [ cH2+ N/C i m CMP Power Cord =™\,
> Moons’ é 0-10V- (Pink) CH1- Ime (= - (6 conductors) ~——
. =~ | CHH+ i
GROUND Driver 1 5 DA+ (Purple) [ S o Red \
S DA-(Brown) [ Red/White N\
DIM CONTROL [ | TGuehSet

Driver Type Dimming Type
2 0-10V 2ch
8 DALI DT8 2ch

@ Connectors by others

Orange (CH2-)
Orange/White (CH2-)
Blue (CH1-)
Blue/White (CH1-)
Red (CH1+)
Red/White (CH1+)

Orange (CH2-)
Orange/White (CH2-)

Blue (CH1-)
Blue/White (CH1-)

Red (CH1+)
Red/White (CH1+)

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 3 Drivers: Advance (FlexTune)

Schematic #55

CAT NO.: DBxxFTxxxx-Q3xxxx2

DriverPod (Quad)

GROUND CONTROL DA+ (Purple)
< NEUTRAL | Ad oA (Browm)
LINE vance LED+ N/C
Driver 1 LED+ —P
(FlexTune) LED CW-~ Red/White . Red
| Blue/White Blue
LED WW- [ ]
‘ Orange Orange ’
!
GROUND CONTROL DA+ (Purple)
DA- (Brown)
LINE Bt 7 LA
river —pP— :
LED+ Red/White Red/White
(FlexTune) LED CW- — - ]
LED Wi \ Blue/White 4 Blue/White
Orange Orange/White
GROUND CONTROL DA+ (Purple)
« NEUTRAL | Ad PA* (Browm
vance LED+ N/C
LINE .
Driver 3 LED+ Red/White W j—Red/White
(FlexTune) LED CW- /‘7 - Blue CMP Power Cord
LED WW- Blue/White = e (6 conductors)
Orange ‘ Orange
Orange/White

Note 1. The driver may have more terminals that are not shown here.

Note 2. See page #79 for Sensor/Radio Node wiring connections.

[ ———
CMP Power Cord
(6 conductors)

Red (LED+)
— — Red/White (LED+)
N\ Blue (LED CW-)
™ Blue/White (LED CW-)
Orange (LED WW-)
Orange/White (LED WW-)

Driver Type Dimming Type
F FlexTune SR 2ch

Connectors by others

Red (LED+)

Blue (LED CW-)

Orange (LED WW-)
Red/White (LED+)
Blue/White (LED CW-)
Orange/White (LED WW -)

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION

: Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.

PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.

6/25/2026 Page 63




2 Power Cords — 3 Drivers: Moons’ (0-10V / DALI)

Schematic #56 CAT NO.: DBxx2/81xxxx-Q3xxxx2

DriverPod (Quad)

Driver Type Dimming Type

2 0-10V 2ch
8 DALIDT8 2ch

Connectors by others

Orange Orange
« NEUTRAL cCT CONTROL [ CH2- ‘ [
LINE S o-1ov+ (Purple) L] CH2+ RE Blue Orange (CH2-)
SROUND Moons’ | 0-10V- (Pink) 2:11; = ( BIue/Whiteﬂl | | o BlUe (CH1-)
et oy e m et Rod limmmm  CMP Power Cord "= Red (CH1+)
- Orange/White (CH2-
DIM CoNTROL [ e ’ (6 conductors) g ( )
. - Blue/White (CH1-)
;  Orange Orange/White .
[ | | NEUTRAL cCT CONTROL [ CH2- w Red/White (CH1+)
LINE g o-tov+ purple) [ CH2+ El—Te e T
Moons’ |g 0-10V- (Pink) CH1- _LTe/White \/.: - =
GROUND B — cH1+ [ \ Red/White
Driver 2 |5 DA+ (Purple) Red/White
é‘, DA- (Brown) ’7
DIM CONTROL [ | TGuehSet
|  Orange Orange Orange (CH2-)
< NEUTRAL cerconroL M cii2- € orengermnite Orange/White (CH2-)
“ LINE £ o-tov+ purple) L CH2+ e = OMPFowerCod = Biye (CHI)
Moons’ |& 0-10V- (Pink) CH1- fmé == (6 conductors) e Blue/White (CH1-)
GROUND | priver3 |5 o | OH O i
= i e +
& oa-@rown) [T Red/linite Red/White \ Re /(Wh' )CH1
DIM CONTROL [I]| TouchSet ed/White (CH1+)

Note. The driver may have more terminals that are not shown here.

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 4 Drivers: Advance (FlexTune)

Schematic #57

CAT NO.: DBxxFTxxxx-Q4xxxx2

DriverPod (Quad)

I

DA+ (Purple)
DA- (Brown)
N/C
Red/White I Red
| Blue/White 4 Blue CMP Power Cord
' Orange Orange (6 conductors)
DA+ (Purple)
DA- (Brown)
N/C
Red/White Red/White
-
| Blue/White 4 Blue/White
| Orange Orange/White

ﬁ

%

r

¢

DA+ (Purple)

DA- (Brown)
N/C

Red/white D Red
| Blue/White Blue CMP Power Cord
‘ Orange b Orange

GROUND CONTROL
[ NEUTRAL
Advance LED+
LINE .
Driver 1 LED+
(FlexTune) LED CW-
LED WW-
GROUND CONTROL
D NEUTRAL
Advance LED+
LINE .
Driver 2 LED+
(FlexTune) LED CW-
LED WW-
GROUND CONTROL
D NEUTRAL
Advance LED+
LINE .
Driver 3 LED+
(FlexTune) LED CW-
LED WW-
GROUND CONTROL
[ NEUTRAL
Advance LED+
LINE 8
Driver 4 LED+
(FlexTune) LED CW-
LED WW-

1

bﬂ

r

(6 conductors)
DA+ (Purple)
DA- (Brown)
N/C
Red/White Red/White
| Blue/White b Blue/White
| Orange Orange/White

Note 1. The driver may have more terminals that are not shown here.

Note 2. See page #79 for Sensor/Radio Node wiring connections.

Driver Type Dimming Type
F FlexTune SR 2ch

. Connectors by others

Red (LED+)
s Blue (LED CW-)
Orange (LED WW-)
Red/White (LED+)
~ Blue/White (LED CW-)
Orange/White (LED WW -)

—

Red (LED+)
s BlUe (LED CW-)
Orange (LED WW-)
Red/White (LED+)
~ Blue/White (LED CW~-)
Orange/White (LED WW -)

—

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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2 Power Cords - 4 Drivers: Moons’ (0-10V / DALI)

Schematic #58 CAT NO.: DBxx2/81xxxx-Q4xxxx2

DriverPod (Quad)

Orange Orange
> | NEUTRAL CCT CONTROL [ CH2- | [
LINE £ 0-10v+ (Purple) [ ch2+ N/C Blue
Moons’ g 0-10V- (Pink) CH1- T Biue/White —) 1
GROUND Driver 1 |5 oms puroey | CHT o .
rvert g e . Red/White Red Lemmm=  CMP Power Cord
= -~ rown
DIM CONTROL [ | Twerset : (6 conductors)
Orange Orange/White ’
» | NEUTRAL CCT CONTROL [ CH2- ‘ )
S o- CH2+ N/C
e M § 8 ]gy [[E-u:;le) = CH1 — 7 /.: Blue/White
GROUND D b Gy — I 0 - L1 \ Red/White
Driver 2 |5 DA+ (Purple) Red/White
é DA- (Brown) ’7
DIM CONTROL [ | gerset
Orange Orange
» | NEUTRAL ccT coNTROL [ CH2- |
LINE S o-tov+ (Purpley L] CH2+ N/C S
Moons’ |& 0-10V- (Pink) CH1- YT —. 1
GROUND | ivor3 |5 oarpupe | O [Z —P
TVers g o o . Red/White Red Lemmmm=  CMP Power Cord
= - rown
DIM CONTROL [ uenset (6 conductors)
| Orange Orange/White
] | NEUTRAL cCT coNTROL [ CH2- D
e | By B O R et
: : - - (Fin - i = J
GROUND M S T e e IS \ Red/White
Driver 4 |5 DA+ (Purple) Red/White
<et, DA- (Brown) ’7
DIM CONTROL [I]| Tuohset

Note. The driver may have more terminals that are not shown here.

Driver Type Dimming Type

2 0-10V 2ch
8 DALIDT8 2ch

. Connectors by others

Orange (CH2-)
s Blue (CH1-)
P Red (CH1+)

Orange/White (CH2-)
N . Blue/White (CH1-)
~ « Red/White (CH1+)

Orange (CH2-)
e Blue (CH1-)
P Red (CH1+)

Orange/White (CH2-)
B . Blue/White (CH1-)
~ = Red/White (CH1+)

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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3 Power Cords - 3 Drivers: Advance (FlexTune)

Schematic #59 CAT NO.: DBxxFTxxxx-Q3xxxx3 Driver Type  Dimming Type

F FlexTune SR 2ch

P Connectors by others

DriverPod (Quad) > Cut wire by others

GROUND DA+ (Purple)
| ] NEUTRAL SONTROE DA- (Brown)
LINE Ad\_/ance LED+ Y el 505
Driver 1 LED+ Red/Whlte ed - - === Blue (LED CW-)
(FlexTune) LED CW- el Sy | Orange (LED WW-)
LED WW:- ‘ Blue/Whlte R = tore) -— Red/White (DNU-isolate)
5 i i
Orange Orange
€ Blue/White (DNU-isolate)
)€Orange/White (DNU-isolate)
GROUND DA+ (Purple)
| ] NEUTRAL coNTROE DA (Brown)
LINE Adyance LED+ Y JEelifEb)
Driver 2 LED+ s ed - - === Blue (LED CW-)
(FlexTune) LED CW- outiell T Orange (LED WW-)
LED WW- ‘ . ) Red/White (DNU-isolate)
Orange Orange
0 Blue/White (DNU-isolate)
)€Orange/White (DNU-isolate)
GROUND DA+ (Purple)
| ] NEUTRAL coNTROE DA= (Brown)
LINE Adyance s Y Hoel(Lans)
Driver 3 LED+ Rod/White ed il - — Blue (LED CW-)
(FlexTune) LED CW- ol Sy | Orange (LED WW-)
LED Wi ‘BIue/Whlte Blue (6 conductors) T~ Red/White (DNU-isolat
Orange Orange © ite ( Isotd e)

=0 Blue/White (DNU-isolate)
)€Orange/White (DNU-isolate)

Note 1. The driver may have more terminals that are not shown here.
Note 2. See page #79 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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3 Power Cords - 3 Drivers: Moons’ (O-10V / DALI)

Schematic #60

CAT NO.: DBxx2/81xxxx-Q3xxxx3

DriverPod (Quad)

NEUTRAL
| LINE

> GROUND

CCT CONTROL [
£ 0-10v+ (Purple) O
0-10V- (Pink)

DA+ (Purple)
DA- (Brown) ]7

(DALL) | (0-1

DIM CONTROL [

NEUTRAL
| LINE

> GROUND

CCT CONTROL [
0-10V+ (Purple) l:
0-10V- (Pink)

DA+ (Purple)
DA- (Brown) ]7

(DALI) | (0-10V)

DIM CONTROL [

| Orange
N/C
| Blue/White . Graiae
|
Blue
|
Red/White Red
Orange
N/C
Blue/White [ BremeE

Blue

Red/White

| ‘ NEUTRAL
LINE

GROUND

CCT CONTROL [
0-10V+ (Purple) [
0-10V- (Pink)

DA+ (Purple)

m

o
>

(DALI) | (0-10V)

=
e
Q
E
&

DIM CONTROL [

Orange
® N/C
_—

Blue/White D

Orange
|

Blue
Red/White Red

Note. The driver may have more terminals that are not shown here.

CMP Power Cord
(6 conductors)

CMP Power Cord
(6 conductors)

CMP Power Cord
(6 conductors)

Driver Type Dimming Type

2 0-10V 2ch
8 DALIDT8 2ch

P Connectors by others
>a8 Cut wire by others

Orange (CH2-)

e Blus (CHI)
— Red (CH1+)
. @ 0range/White (DNU-isolate)
\ P Blue/White (DNU-isolate)
)eRed/White (DNU-isolate)

L

Orange (CH2-)
— Blue (CH1-)
— Red (CH1+)
- )€Orange/White (DNU-isolate)
- |4
\ )f Blue/White (DNU-isolate)
>~gRed/White (DNU-isolate)

Orange (CH2-)

— Blue (CH1-)
———— Red (CH‘|+)
- a0 Orange/White (DNU-isolate)
- N
a0 Blue/White (DNU-isolate)
)ugRed/White (DNU-isolate)

\

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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3 Power Cords - 3 Drivers: Advance (FlexTune)

Schematic #61 CAT NO.: DBxxE1xxxx-Q3xxxx3 Driver Type _ Dimming Type
F FlexTune SR 2ch
DriverPod (Quad) @ Connectors by others

@ DA+ (Purple)

GROUND
CONTROL @ DA- (Brown)

NEUTRAL | Advance
LINE _ LED+ N/C Red (LED+)
Driver 1 LED+ Red/white & Red/White = Red/White (LED+)
(FlexTune) | LED CW- (7‘»_%9 CMP Power Cord ™\ g} ;0 (LED CW-)
» Blue/White & /e ohdlct ~—
LED WW: q Blue/White (6 conductors) Blue/White (LED CW-)
Orange
Orange _
Orange/White Orange (LED WW~-)
Orange/White (LED WW-)
controL 140 B
NEUTRAL | Advance VG

LINE (HAD; Red (LED+)

Driver 2 LED+ Rod/white & Red/White = Red/White (LED+)
FlexT -
fflene) | - LED cw B OMPPowerCord e g6 (LED CW-)
LED WW- SIS ¢ ~ Blue/White (6 conductors) " Blue/White (LED CW-)
Orange
S Orange/White Orange (LED WW_)
Orange/White (LED WW-)
GROUND CONTROL : o ((;f;fv':;
NEUTRAL Advance
LINE o . LED+ N/C Red (LED+)
river LED+ Red/white &)___Red/White = Red/White (LED+)
FlexTune -
Foine) | Leo ow- B— e o= CMPPower Cord. N iy (LED CW-)
LED WW- LA ¢ ~ Buue/white (6 conductors) A Blue/White (LED CW-)
Orange
o
range TS Orange (LED WW-)

Orange/White (LED WW-)

Note 1. The driver may have more terminals that are not shown here.
Note 2. See page #79 for Sensor/Radio Node wiring connections.

ATTENTION: Install in accordance with local and national building and electrical codes.
ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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3 Power Cords - 3 Drivers: Moons’ (O-10V / DALI)

Schematic #62

CAT NO.: DBxx2/81xxxx-Q3xxxx3

DriverPod (Quad)

Orange

NEUTRAL
[ LINE

CCT CONTROL [
£ 0-10v+ (Purple) O

CH2-
CH2+

] Orange
. Orange/White

N/C
\> t/* Blue

o
>

Red/White -
Red/White

| % 0-10V- (Pink cHi- = Ce—" R
> Moons’ | (Pink) - Blue/White i
GROUND Driver 1 =] RO R Red/White /= Red
S, DA- (Brown) ]7 Red/White
DIM CONTROL [ | TGuehSet
| Orange Orange
] NEUTRAL CCT CONTROL [ CH2- € orengerwnite
[ = LINE £ 0-10v+ (Purple) [ cH2+ N/C \m
P & o- - (Pi = e A
> Moons (S| o b -
: = +
LD Driver 2 |35 DA+ (Purple) y— J—___ Red
& pa-@rown) [ Red/White
DIM CONTROL [ | TGuehSet
| Orange Orange
« NEUTRAL CCT CONTROL [ CH2- € orengorwnite
LINE 2 0-10v+ (Purple) [ cH2+ N/C \m
P L 0-10V- (Pil - = ———— ]
Moons & 0-10V- (Pink) ((:::11 [Ime -
o
oL Driver 3 § DA+ (Purple) L Red
a

=
e
Q
E
&

m

DIM CONTROL [

TouchSet
[

Note. The driver may have more terminals that are not shown here.

CMP Power Cord
(6 conductors)

CMP Power Cord
(6 conductors)

CMP Power Cord
(6 conductors)

Driver Type Dimming Type

2

0-10V 2ch

8

DALIDT8 2ch

@ Connectors by others

Orange (CH2-)
Orange/White (CH2-)

Blue (CH1-)
Blue/White (CH1-)

Red (CH1+)
Red/White (CH1+)

Orange (CH2-)
Orange/White (CH2-)
Blue (CH1-)
Blue/White (CH1-)
Red (CH1+)
Red/White (CH1+)

Orange (CH2-)
Orange/White (CH2-)
Blue (CH1-)
Blue/White (CH1-)
Red (CH1+)
Red/White (CH1+)

ATTENTION: Install in accordance with local and national building and electrical codes.

ATTENTION : Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.
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3 Power Cords - 4 Drivers: Advance (FlexTune)

Schematic #63

CAT NO.: DBxxFTxxxx-Q4xxxx3

Driver Type Dimming Type

F

FlexTune SR 2ch

DriverPod (Quad)

GROUND CONTROL oA (Purple)
> NEUTRAL | Ad DA (Browm
vance e /G
LINE .
Driver 1 LED+
(FlexTune) LED CW-
LED Ww-
GROUND CONTROL DA+ (Purple)
» NEUTRAL | Ad PA* (Brown)
vance Lo /G
LINE .
Driver 2 LED+
(FlexTune) LED CW-
LED WW-
.
| ]
D
[
[
| ]
D

Note 1. The driver may have more terminals that are not shown here.

Note 2. See page #79 for Sensor/Radio Node wiring connections.

Connectors by others

ATTENTION: Install in accordance with local and national building and electrical codes.
Installez conformément aux codes du batiment et de I'électricité locaux et nationaux.
PRECAUCION: Instale de acuerdo con los cédigos eléctricos y de construccién locales y nacionales.

ATTENTION :
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